
Ardrox 2204
Silicone rubber remover

A company of mg chemical group Dynamit Nobel

Scope
ARDROX 2204 is a blend of chlorinated solvents, surfactants, activators and corrosion inhibitors. It
contains wax, which acts as a seal to reduce evaporation. The product is easily rinseable with water.
ARDROX 2204 is intended to be used by immersion at ambient temperature.

ARDROX 2204 is designed for rapid removal of silicone and other bonding rubbers from metal
components, for example compressor blades, which are often bonded in place in gas turbine engines.
This product will also remove abradable rubber coatings which are often used in the compressor casings
of such engines.

The following rubber coatings have been removed readily in ARDROX 2204:

Silcoset 101, 151 and 152 (ex. I.C.I. Limited) and RTV655A, TVS757A and TVS757B (three component
rubbers ex. General Electric).

Chemicals required
ARDROX 2204

Method of use

ARDROX 2204 is supplied ready to use.

The components to be stripped should be dry and preferably grease-free before immersion into
ARDROX 2204.  They should be immersed completely in the product until the coating has been fully
softened or detached.  An immersion time of ½ - 5 hours will be needed depending on the type and the
thickness of the coating to be removed.  The components should then be rinsed thoroughly with water
preferably using an air-water gun.

After water rinsing it is recommended that components are completely immersed in an aqueous solution
of ARDROX 6025 (10% by volume).  This will ensure that any residues of ARDROX 2204 remaining on a
component are neutralised.  After immersion in the ARDROX 6025 solution, the components should be
rinsed in hot water and dried.  The pH of the ARDROX 6025 solution should be checked weekly and the
solution changed when its pH is less than 9.

ARDROX 2204 is an acidic product and care must be taken to ensure that no water enters the bath. The
product contains volatile solvents and to reduce evaporation losses the tank should be kept covered with
a tight fitting lid.

Method of control
A separate Method of Control document is available describing the necessary control procedure required
to maintain optimum performance from ARDROX 2204.
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Ardrox 2204

 registered trademark

The above data have been compiled to the best of our knowledge on the basis of
thorough tests and with regard to the current state of our long practical experience. No
liabilities or guarantee deriving from or in connection with this leaflet can be imputed to us.
Reproduction, in whole or in part, only with our express permission.

Effects on materials
No significant corrosion is likely to be encountered when the product is used in the prescribed manner.
ARDROX 2204 is specifically tested on aluminium, magnesium, steel, cadmium plated steel and
titanium.  As conditions of use may vary considerably particularly where dissimilar metals are in close
contact, intended users are advised to check their specific requirements in this respect. This product will
degrade the majority of plastics and rubbers.

Technical information

Appearance: Dark Brown, mobile liquid

Density: 1.10 g/ml at 20°C.

Flash Point: None (Abel Closed Cup)

These are typical values only and do not constitute a specification.

Store at ambient temperature, in a cool dry place away from sources of heat.

Equipment materials

Mild steel (BS 1449) or stainless steel (Type EN58J or A.I.S.I.316) are suitable materials for tank
construction.

Safety guidance

Before operating the process described it is important that this complete document, together with any
relevant Safety Data sheets, be read and understood.

General information

Chemetall PLC supplies a wide range of chemical products and associated equipment for cleaning,
sanitising, descaling, paint and carbon removal, metal protection and non-destructive testing.  Sales
Executives are available to advise on specific problems and applications.

Labour and environmental protection

All local and national regulations on the transport, storage, use and waste treatment of chemicals in
concentrated or diluted form and as working solutions must be obeyed.

Further specific information on the products can be found in the EC Safety Data Sheets supplied. The
user should also pay strict attention to information and hazard symbols shown on product labels.

Waste disposal

All waste waters must be treated in accordance with national legislation and local regulations prior to
discharge to the sewer.
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